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LED Outdoor Lamp
CP7018

Output
(lm)

98

lm/w

14

CCT(K)

3000

Item Code

CP7018 Φ170 440

A B

Φ90

C
Dimensions in mm

0.47

kg

AC
100-240V

50/60

Hz

CCT
3000K

Ra
≥80

PF
≥0.7

Chips

SMD
IP65

Outdoor

7

P(W)

BΦA

ΦC

290°

Beam
Angle
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Description:
LED Outdoor Lamp

Main material:
Aluminum+Engineering plastics

Specification
Energy saving, up to 85% energy saving 
comparing to standard halogen and incandescent 
lamps
High quality light, high color rending, less heat, 
no UV or IR radiation 
Build-in LED Driver
IP65

Applications
• Park
• Square
• Tourist attraction
• Corridor



LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

Illuminance at a Distance
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AVERAGE BEAM ANGLE (50%) : 291.1 deg
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retemaiDxamE,retnecEthgieH Beam angle:291.1 deg (C0_180)

1.50m
4.92ft

0.03 , 18.66lx
0.00 , 1.73fc

-2.06m
-6.75ft

2.25m
7.38ft

0.01 , 8.30lx
0.00 , 0.77fc

-3.09m
-10.12ft

3.50m
11.48ft

0.01 , 3.43lx
0.00 , 0.32fc

-4.80m
-15.75ft

4.00m
13.12ft

0.00 , 2.62lx
0.00 , 0.24fc

-5.49m
-18.00ft

5.00m
16.40ft

0.00 , 1.68lx
0.00 , 0.16fc

-6.86m
-22.50ft

6.50m
21.33ft

0.00 , 0.99lx
0.00 , 0.09fc

-8.91m
-29.25ft

7.00m
22.97ft

0.00 , 0.86lx
0.00 , 0.08fc

-9.60m
-31.50ft

8.00m
26.25ft

0.00 , 0.66lx
0.00 , 0.06fc

-10.97m
-36.00ft

9.00m
29.53ft

0.00 , 0.52lx
0.00 , 0.05fc

-12.34m
-40.50ft

10.00m
32.81ft

0.00 , 0.42lx
0.00 , 0.04fc

-13.71m
-44.99ft



page 4 of 4

W W W . M E S H K A T I . S A

L

N

Connect the cable

Fixed lamp body Installation completed

Turn off The Power

Turn on the power

1

2 3

6

4 5

Drill 4 hole on your ground


