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GLOW LIGHT

GL-PL101
Panel Light Series
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Specifications P (W) O(‘f;f)“t A B c @Zm &
GL-PL101-4 4 180 90 60 20 70 0.09
GL-PL101-8 8 617 120 95 20 100 0.10
GL-PL101-12 12 900 160 130 20 140 0.18
GL-PL101-14 14 1064 170 135 20 140 0.23
GL-PL101-18 18 1440 225 195 20 200 0.36

Dimensions in mm
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Luminous Intensity Distribution Curve

Illuminance at a Distance

165 180 165
150 150 Dist(m) Enadir(lx) Dh/Dv_B(m) S_B(sq.m) Eav_B(lx)
135 135
1.0 884.57 2.91/2.90 6.7 151.33
120 120 20 22114 583/581 269  37.83
105 105 3.0 98.29  8.74/8.71 60.5 16.81
40 5529 11.65/11.62 107.5 _ 9.46
20 1 20 50 3538 14.56/14.52  168.0 __ 6.05
6.0 24.57 17.48/17.43 241.9 4.20
75 4 75
7.0 18.05 20.39/20.33 329.3 3.09
60 663 60
8.0 13.82 23.30/23.24 430.1 2.36
45 45
30 1106 30
15 0 15 10.0  8.85 29.13/29.05 672.0 151
Unit: cd
Average Diffuse Angle(50%): 111.0° I \

= B 412.0 6.14 34.95/34.86 967.7 1.05

— C0-C180 ====(9Q0-C270 == G1 - .

Dv E;:;m Angle(B): H111.0 V110.9 Field Angle(F): H159.6 V160.4

Description:
LED panel Light

.Main material :
Engineering PMMA +aluminun

Specification
Easy installation
light equalization, SmoothLight
. Energy saving, up to 85%aenergy saving
comparing to standard halogen
and incandescent lamps
. High quality light, high color rending,
less heat, no UV or IR radiation
.Supplied with LED driver

Applications

. Shopping mall

. Entertainment & leisure
. Retail

. Domestic

White [5700-6500K] Natural White [4000-5000K]
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