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AC
176-240V

50/60

Hz

CCT
3000K
4000K
6500K

Chips

COB
IP65

LED Outdoor Wall Lamp
HJ-W815

Outdoor

B

C

A

Ra
≥80

Beam
Angel

90°

P(W)

6

Dimensions in mm
A

90

C

160

B

55

kg

0.456500/4000/3000

CCT(K)

270

Total
Lumen

90°

Beam
AngleItem Code

HJ-W815
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Description:
LED Outdoor Wall Lamp

Main material:
Aluminum+Glass

Specification
Energy saving, up to 85% energy saving 
comparing to standard halogen and incandescent 
lamps
High quality light, high color rending, less heat, 
no UV or IR radiation 
Build-in LED Driver
IP65

Applications
• Park
• Square
• Tourist attraction
• Corridor

Surface dusting treatment, beautiful and generousHigh bright LED chip, stable and durable light
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

AVERAGE BEAM ANGLE(50%):78.0 DEG

Illuminance at a Distance
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UNIT:cd
C0/180,84.3

UNIT:cd

C30/210,84.6

UNIT:cd

C60/240,75.2

UNIT:cd

C90/270,68.1

1m 135.53cm111.9,189.9lx

2m 271.06cm27.98,47.48lx

3m 406.59cm12.44,21.10lx

4m 542.12cm6.995,11.87lx

5m 677.65cm4.477,7.596lx

6m 813.18cm3.109,5.275lx

7m 948.70cm2.284,3.876lx

8m 1084.23cm1.749,2.967lx

9m 1219.76cm1.382,2.344lx

10m 1355.29cm1.119,1.899lx

Height Eavg,Emax DiameterAngle:68.25deg

Flux out:166.1 lm
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Cut a hole on your wall
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Turn off The Power21

3 4

5 6Install screws and connect cables Installation of the shell

Draw the points that need to be drilled
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87 Turn on the powerInstall screws


