
 LED  Downlight
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Dimensions in mm

AC
220-240V

50/60

Hz

CCT
6500K
4000K
3000K

Ra
≥80

PF
≥0.9

Chips

COB

Beam
Angel

45°/90°
IP20

Indoor

HV-AR111-30 Series

ΦA

B
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Description
LED AR111 Downlight

Main material
Die-cast aluminum+Engineering plastics

Specification
Energy saving, up to 85% energy saving comparing to 
standard halogen and incandescent lamps
High quality light, high color rending, less heat, no UV 
or IR radiation LED driver is included
IP20

Applications
•Shoping mall
•Office building
•exhibition
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

Illuminance at a Distance

AVERAGE BEAM ANGLE(50%):54.9 DEG

UNIT:cd
C0/180,56.1
C90/270,53.8

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.
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Model:HV-AR111-30-45°
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

Illuminance at a Distance

AVERAGE BEAM ANGLE(50%):H73.9 DEG

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.

Model:HV-AR111-30-90°

Beam Angle:138.7°Height Avg./Nadir. E Diameter / Area

1.0m 138.25/       5.30m / 22.07sq.m 1696.24lx

2.0m 34.56/      10.60m / 88.30sq.m 424.06lx

3.0m 15.36/      15.90m / 198.67sq.m 188.47lx

4.0m 8.64/      21.21m / 353.20sq.m 106.01lx

5.0m 5.53/      26.51m / 551.87sq.m 67.85lx

Flux Out: 3051.77lm
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Turn off power

Modle and face ring assembly Connect the cable

Cut a hole in the ceiling

Buckle automatically fall down,
the installaion is complete Turn on power
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L
N

30

Min.2X0.75mm
Max.2X1.00mm

6-   8mm

2
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