
LED T15 Tube Light
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kg

0.52

0.52

Output
(lm)

1920

2880

lm/w

80

80

A

1190

1190

B C

56 43

4356

Beam angle

120°

120°

CCT(K)

3000/4000/6500

3000/4000/6500

Item Code

HV-T15-101-24

HV-T15-101-36

P (W )

24

36

Dimensions in mm

AC
220-240V

50/60

Hz

CCT
6500K
4000K
3000K

Ra
≥80

PF
≥0.9

Chips

SMD

Beam
Angel

120°
IP20

Indoor

HV-T15-101 Series

C

B A

33
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Description
LED T15 Tube Light

Main material
Die-cast aluminum & Engineering plastics

Specification
Energy saving, up to 85% energy saving comparing to 
standard halogen and incandescent lamps
High quality light, high color rending, less heat, no UV 
or IR radiation LED driver is included
IP20

Applications
•Office
•Lab
•Meeting room
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

Illuminance at a Distance

AVERAGE BEAM ANGLE(50%):119.1 DEG

UNIT:cd
C0/180,126.5
C90/270,111.9

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.

Model:HV-T15-101-24
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5m 1479.32cm10.90,35.30lx

10m 2958.65cm2.724,8.825lx

15m 4437.97cm1.211,3.922lx

20m 5917.29cm0.6810,2.206lx

25m 7396.62cm0.4358,1.412lx

30m 8875.94cm0.3026,0.9806lx

35m 10355.26cm0.2224,0.7204lx

40m 11834.59cm0.1702,0.5516lx

45m 13313.91cm0.1345,0.4358lx

50m 14793.24cm0.1090,0.3530lx

Height Eavg,Emax DiameterAngle:111.88deg

Flux out:1881 lm
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

Model:HV-T15-101-36

Illuminance at a Distance

AVERAGE BEAM ANGLE(50%):115.3 DEG

UNIT:cd
C0/180,108.3
C90/270,122.3

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.
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1m 276.70cm335.8,1069lx

2m 553.39cm83.95,267.3lx

3m 830.09cm37.31,118.8lx

4m 1106.78cm20.99,66.81lx

5m 1383.48cm13.43,42.76lx

6m 1660.17cm9.328,29.70lx

7m 1936.87cm6.853,21.82lx

8m 2213.57cm5.247,16.70lx

9m 2490.26cm4.146,13.20lx

10m 2766.96cm3.358,10.69lx

Height Eavg,Emax DiameterAngle:108.28deg

Flux out:2152 lm
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Turn off power

Attach the buckle and screws to the ceiling

Installation completed
Put the T15 LED line light into 

the buckle and secure it

Drill two screw holes in the ceiling

Turn on power

880±10mm


