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LED Wall Lamp
MB3591  Series

AC
220-240V

50/60

Hz

CCT
3000K

Chips

SMD
IP20

Indoor Ra
≥80

P(W)

8

12

16

20

Dimensions in mm
A

40

C

18

B

5

60 185

80 185

100 185

kg

0.42

0.48

0.55

0.61

3000

CCT(K)

3000

3000

3000

120°

Beam Angle

120°

120°

120°

400

Total Lumen

650

950

1150

black/white

black/white

black/white

black/white

ColorItem Code

 

MB3591-60

MB3591-40

MB3591-80

MB3591-100

A

B C
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Description:
LED Wall Lamp

Main material:
Die-cast aluminum

Specification
Energy saving,up to 85% energy saving comparing
to standard halogen and incandescent lamps High
quality light,high color rending,less heat ,no UV
or IR radiation
LED driver is included
IP 20

Applications
• Mirror light



W W W . M E S H K A T I . S A

UNIT:cd
C0/180,116.7
C90/270,112.9
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

AVERAGE BEAM ANGLE(50%):114.8 DEG

Illuminance at a Distance

Model: MB3591-40
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1.219m 365.58cm27.03,94.60lx

2m 599.71cm10.04,35.15lx

3m 899.56cm4.464,15.62lx

4m 1199.42cm2.511,8.789lx

5m 1499.27cm1.607,5.625lx

6m 1799.12cm1.116,3.906lx

7m 2098.97cm0.8200,2.870lx

8m 2398.83cm0.6278,2.197lx

9m 2698.68cm0.4960,1.736lx

10m 2998.53cm0.4018,1.406lx

Height Eavg,Emax DiameterAngle:112.59deg

Flux out:299.3 lm
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UNIT:cd
C0/180,117.8
C90/270,112.4
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

AVERAGE BEAM ANGLE(50%):115.1 DEG

Illuminance at a Distance

Model: MB3591-60
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1.219m 363.79cm41.56,144.8lx

2m 596.77cm15.44,53.82lx

3m 895.15cm6.864,23.92lx

4m 1193.54cm3.861,13.45lx

5m 1491.92cm2.471,8.611lx

6m 1790.30cm1.716,5.980lx

7m 2088.69cm1.261,4.393lx

8m 2387.07cm0.9652,3.364lx

9m 2685.46cm0.7626,2.658lx

10m 2983.84cm0.6177,2.153lx

Height Eavg,Emax DiameterAngle:112.33deg

Flux out:460.2 lm



W W W . M E S H K A T I . S A

UNIT:cd
C0/180,116.8
C90/270,112.7
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

AVERAGE BEAM ANGLE(50%):114.7 DEG

Illuminance at a Distance

Model: MB3591-80
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1.219m 332.15cm69.02,214.5lx

2m 544.86cm25.65,79.72lx

3m 817.29cm11.40,35.43lx

4m 1089.73cm6.413,19.93lx

5m 1362.15cm4.104,12.75lx

6m 1634.58cm2.850,8.857lx

7m 1907.02cm2.094,6.507lx

8m 2179.45cm1.603,4.982lx

9m 2451.88cm1.267,3.937lx

10m 2724.31cm1.026,3.189lx

Height Eavg,Emax DiameterAngle:107.43deg

Flux out:610.6 lm
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UNIT:cd
C0/180,116.9
C90/270,113.2
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

AVERAGE BEAM ANGLE(50%):115.0 DEG

Illuminance at a Distance

Model: MB3591-100
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1.219m 367.38cm73.82,258.0lx

2m 602.66cm27.43,95.88lx

3m 904.00cm12.19,42.61lx

4m 1205.33cm6.858,23.97lx

5m 1506.66cm4.389,15.34lx

6m 1807.99cm3.048,10.65lx

7m 2109.33cm2.239,7.827lx

8m 2410.66cm1.715,5.992lx

9m 2711.99cm1.355,4.735lx

10m 3013.32cm1.097,3.835lx

Height Eavg,Emax DiameterAngle:112.85deg

Flux out:817.4 lm
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21

3 4

65

Fixing ceiling screw

Installation is completeFixing screw

Connect the cable

Drill two screw holes on the wall


