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LED Wall Lamp
ME2033A

Dimensions in mm

A B

C

AC
220-240V

50/60

Hz

CCT

3000K

Ra
≥80

PF
≥0.7

Chips

SMD

Beam
Angel

120°
IP20

Indoor

Output
(lm)

852

lm/w

71

P(W)

12

Item Code

ME2033A 1.7

kgBeam angle

120°3000

CCT(K)

780130 81

A B C
Dimensions in mm
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Description:
LED Wall Lamp

Main material:
Aluminum+Acrylic

Specification

Energy saving, up to 85% energy saving 
comparing to standard halogen and 
incandescent lampsHigh quality light, high 
color rending, less heat, no UV or IR 
radiation LED driver is included
IP20

Applications
• Hotel
• Drawing room
• Dar
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Illuminance at a Distance
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UNIT:cd
C0/180,260.8

UNIT:cd

C90/270,113.5

AVERAGE BEAM ANGLE(50%):187.1 DEG

0

40

80

120

160

200

1m 305.07cm57.92,175.0lx

2m 610.15cm14.48,43.74lx

3m 915.22cm6.435,19.44lx

4m 1220.30cm3.620,10.94lx

5m 1525.37cm2.317,6.999lx

6m 1830.45cm1.609,4.860lx

7m 2135.52cm1.182,3.571lx

8m 2440.60cm0.9049,2.734lx

9m 2745.67cm0.7150,2.160lx

10m 3050.75cm0.5792,1.750lx

Height Eavg,Emax DiameterAngle:113.50deg

Flux out:431.4 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.
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Turn off The Power

Install base plate

Turn on the power

1

2 3

6 7

4 5

Drill 2 holes on the wall

Installation completed

Fix the lamp to the wallconnect the cable


