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Item Code

NR-AL104-40

NR-AL104-20

NR-AL104L-20

NR-AL104T-20

NR-AL104X-20

NR-AL104WL-20

P(W)

40

20

20

20

20

20

Dimensions in mm
B

66

66

334

334

320

290

A

1226

626

375

360

360

365

C

63

63

35

35

35

63

kg

1.35

0.79

0.61

0.605

0.6

0.585

CCT(K)

6500/4000/3000

6500/4000/3000

6500/4000/3000

6500/4000/3000

6500/4000/3000

6500/4000/3000

Total
Lumen

3960

2060

2060

2060

2060

2060

120°

120°

120°

120°

120°

120°

Beam
Angle
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AC
220-240V

50/60

Hz

CCT
6500K
4000K
3000K

Ra
≥80

PF
≥0.9

Chips

SMD

Beam
Angel

120°

99/103
LM/WIP20

Indoor

1215x55

615x55

375x334x55

360x334x55

360x320x55

365x290x55

mm

NR-AL104-40
A

B

C

NR-AL104-20

A

B

C

NR-AL104L-20

A B

C
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NR-AL104T-20

C

B

A

NR-AL104X-20

B

A

C

NR-AL104WL-20

A

B

C

Description:
Recessed LED Downlight
Main material:
High-grade die-cast aluminum shell, high quality reflective cup and 
anti-glare components, efficient heat dissipation at the bottom, powder 
spraying treatment on the surface, anti-corrosion, anti-rust, no fading, 
fashion modeling
Specification:
Energy saving, upto 85% energy saving comparing to standard 
halogen and incandescent lamps Long life,upto 50,000 hours High 
quality light,high color rending,less heat,no UV or IR radiation 

Applications
• Shoping mall
• Office buildings
• Exhibition hall
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

Height Eavg,Emax

Flux out:3323 lm

Model:NR-AL104-40

AVERAGE BEAM ANGLE(50%):112.0 DEG

Illuminance at a Distance

UNIT:cd
C0/180,112.4

UNIT:cd

C30/210,112.3

UNIT:cd

C60/240,111.9

UNIT:cd

C90/270,111.6

DiameterAngle:111.09deg
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1m 291.48cm481.2,1644lx

2m 582.95cm120.3,410.9lx

3m 874.43cm53.47,182.6lx

4m 1165.90cm30.08,102.7lx

5m 1457.38cm19.25,65.74lx

6m 1748.85cm13.37,45.66lx

7m 2040.33cm9.821,33.54lx

8m 2331.80cm7.519,25.68lx

9m 2623.28cm5.941,20.29lx

10m 2914.76cm4.812,16.44lx
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Model:NR-AL104-20

Flux out:1674 lm

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

AVERAGE BEAM ANGLE(50%):111.4 DEG

Illuminance at a Distance

UNIT:cd
C0/180,111.2

UNIT:cd

C30/210,110.8

UNIT:cd

C60/240,111.4

UNIT:cd

C90/270,111.2

DiameterAngle:111.19deg
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1m 292.04cm242.4,818.1lx

2m 584.07cm60.60,204.5lx

3m 876.11cm26.93,90.90lx

4m 1168.14cm15.15,51.13lx

5m 1460.18cm9.696,32.73lx

6m 1752.21cm6.733,22.73lx

7m 2044.25cm4.947,16.70lx

8m 2336.28cm3.787,12.78lx

9m 2628.32cm2.992,10.10lx

10m 2920.35cm2.424,8.181lx
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

Model:NR-AL104L-20

AVERAGE BEAM ANGLE(50%):111.2 DEG

Illuminance at a Distance

UNIT:cd
C0/180,111.2

UNIT:cd

C30/210,111.2

UNIT:cd

C60/240,111.2

UNIT:cd

C90/270,111.2
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1m 287.67cm250.6,855.0lx

2m 575.35cm62.66,213.7lx

3m 863.02cm27.85,95.00lx

4m 1150.70cm15.66,53.44lx

5m 1438.37cm10.03,34.20lx

6m 1726.04cm6.962,23.75lx

7m 2013.72cm5.115,17.45lx

8m 2301.39cm3.916,13.36lx

9m 2589.06cm3.094,10.56lx

10m 2876.74cm2.506,8.550lx

eight Eavg,Emax DiameterAngle:110.38deg

Flux out:1731 lm
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

Model:NR-AL104T-20

AVERAGE BEAM ANGLE(50%):108.8 DEG

Illuminance at a Distance

UNIT:cd
C0/180,108.7

UNIT:cd

C30/210,108.7

UNIT:cd

C60/240,108.8

UNIT:cd

C90/270,108.8
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1m 273.43cm270.7,852.1lx

2m 546.86cm67.66,213.0lx

3m 820.29cm30.07,94.68lx

4m 1093.72cm16.92,53.26lx

5m 1367.15cm10.83,34.08lx

6m 1640.58cm7.518,23.67lx

7m 1914.01cm5.524,17.39lx

8m 2187.44cm4.229,13.31lx

9m 2460.87cm3.341,10.52lx

10m 2734.30cm2.707,8.521lx

eight Eavg,Emax DiameterAngle:107.63deg

Flux out:1611 lm
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

Model:NR-AL104X-20

AVERAGE BEAM ANGLE(50%):111.5 DEG

Illuminance at a Distance

UNIT:cd
C0/180,111.5

UNIT:cd

C30/210,111.5

UNIT:cd

C60/240,111.5

UNIT:cd

C90/270,111.5
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1m 288.00cm249.1,849.6lx

2m 575.99cm62.29,212.4lx

3m 863.99cm27.68,94.40lx

4m 1151.98cm15.57,53.10lx

5m 1439.98cm9.966,33.98lx

6m 1727.97cm6.921,23.60lx

7m 2015.97cm5.085,17.34lx

8m 2303.96cm3.893,13.28lx

9m 2591.96cm3.076,10.49lx

10m 2879.96cm2.491,8.496lx

Height Eavg,Emax DiameterAngle:110.44deg

Flux out:1720 lm
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

Model:NR-AL104WL-20

AVERAGE BEAM ANGLE(50%):120.0 DEG

Illuminance at a Distance

UNIT:cd
C0/180,113.

UNIT:cd

C30/210,135.

UNIT:cd

C60/240,122.

UNIT:cd

C90/270,108.
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1m 272.18cm181.4,568.1lx

2m 544.37cm45.35,142.0lx

3m 816.55cm20.15,63.12lx

4m 1088.73cm11.34,35.50lx

5m 1360.91cm7.255,22.72lx

6m 1633.10cm5.038,15.78lx

7m 1905.28cm3.702,11.59lx

8m 2177.46cm2.834,8.876lx

9m 2449.65cm2.239,7.013lx

10m 2721.83cm1.814,5.681lx

ight Eavg,Emax DiameterAngle:107.38deg

Flux out:1080 lm
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Turn off The Power1

2 3

NR-AL104-40

NR-AL104-20

Install into the ceiling Install complete 

Cut a hole in your ceiling

(55x1215mm)

Connect the cable

L N L N


