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NR-BL101  Series
IP20

LED Bulb Lamp Series

Dimensions in mm
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NR-BL101-50

Item Code

NR-BL101-100

NR-BL101-140

P(W)

50

100

140

LM/W

101

101

119

228

Dimensions in mm
ΦA B

170

238

238

260

260

kg

0.62

0.99

1.05

6500/4000/3000

6500/4000/3000

6500/4000/3000

CCT(K)

5050

10100

16660

Total
Lumen

120°

120°

120°

Beam
Angle
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AC
220-240V

50/60

Hz

CCT
6500K
4000K
3000K

Ra
≥80

PF
≥0.9

Chips

SMD

Beam
Angel

120°

Socket

E40IP20
Indoor

ΦA

B
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Low energy consumption
LED Chips

The heat dissipation 
performance is very good, 
which effectively improves 
the life of the lamp chips

Fin radiator

High light transmittance
PC shade

Corrosion resistance and rust resistance

E40 lamp holder

Description:
LED BULB LIGHT

Main material:
Engineering plastics+Nickel plated

Specification
Energy saving, up to 85% energy saving comparing 
to standard halogen and incandescent lamps
High quality light, high color rending, less heat, no 
UV or IR radiation 
Build-in LED Driver
IP20

Applications
• Shoping mall
• Workshop
• Exhibition hall
• Warehouse
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

Model:NR-BL101-50

UNIT:cd
C0/180,129.0

UNIT:cd

C30/210,128.9

UNIT:cd

C60/240,128.5

UNIT:cd

C90/270,128.0
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1m 410.96cm277.1,1426lx

2m 821.92cm69.27,356.4lx

3m 1232.88cm30.79,158.4lx

4m 1643.85cm17.32,89.10lx

5m 2054.81cm11.08,57.02lx

6m 2465.77cm7.697,39.60lx

7m 2876.73cm5.655,29.09lx

8m 3287.69cm4.330,22.27lx

9m 3698.65cm3.421,17.60lx

10m 4109.61cm2.771,14.26lx

Height Eavg,Emax DiameterAngle:128.10deg

Flux out:3826 lm

AVERAGE BEAM ANGLE(50%):128.6 DEG

Illuminance at a Distance



page 4 of 6

W W W . M E S H K A T I . S A

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

Model:NR-BL101-100

1m 391.67cm592.9,2775lx

2m 783.34cm148.2,693.7lx

3m 1175.00cm65.87,308.3lx

4m 1566.67cm37.05,173.4lx

5m 1958.34cm23.71,111.0lx

6m 2350.01cm16.47,77.08lx

7m 2741.68cm12.10,56.63lx

8m 3133.34cm9.263,43.36lx

9m 3525.01cm7.319,34.26lx

10m 3916.68cm5.929,27.75lx

Height Eavg,Emax DiameterAngle:125.90deg

Flux out:7174 lm

AVERAGE BEAM ANGLE(50%):126.3 DEG

Illuminance at a Distance

UNIT:cd
C0/180,125.9

UNIT:cd

C30/210,125.7

UNIT:cd

C60/240,126.6

UNIT:cd

C90/270,126.9
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

Model:NR-BL101-140

AVERAGE BEAM ANGLE(50%):126 DEG

Illuminance at a Distance

C0/180,126.6
C30/210,126.1
C60/240,125.5

UNIT:cd

C90/270,125.8
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1m 391.84cm980.0,4593lx

2m 783.67cm245.0,1148lx

3m 1175.51cm108.9,510.3lx

4m 1567.35cm61.25,287.1lx

5m 1959.18cm39.20,183.7lx

6m 2351.02cm27.22,127.6lx

7m 2742.86cm20.00,93.74lx

8m 3134.69cm15.31,71.77lx

9m 3526.53cm12.10,56.70lx

10m 3918.37cm9.800,45.93lx

Height Eavg,Emax DiameterAngle:125.92deg

Flux out:11859 lm
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First,you make sure the power is off.

Turn Off

1. The installation of the product must be a 
professional electrician

2.The light source contained in this luminaire 
shall only be replaced by the manufacturer 
who is service agent or a similar qualified 
person.

3.Luminaire only suitable for indoor use.

Warning NOTE:

Put it top the base,
and turn on to 360°


