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Dimensions in mm

LED GU10

ΦA

B

NR-GU10  Series 

AC
100-240V

50/60

Hz

CCT
2700K
3000k
4000k
6500K

Ra
≥85

Chips

SMD

Beam
Angel

12°/60°
IP20

IndoorSocket

GU10

Item Code

NR-GU10-5-9540

 

NR-GU10-5-9530

NR-GU10-5-8530

NR-SL101SMD DW

NR-SL101SMD W

P (W)

5.3

5.3

5.3

5.3

5.3

Φ50 55

A B
Dimensions in mm

55

55

55

55

Φ50

Φ50

Φ50

Φ50

kg

0.04

0.04

0.04

0.04

0.04

530

Total
Lumen

600

600

600

470

Beam 
angle

60°

60°

60°

60°

60°

Ra

85

95

95

85

85

CCT

4000k

6500K

3000K

4000K

3000K

Socket

GU10

GU10

GU10

GU10

GU10



Dimensions in mm
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Dimensions in mm

ΦA

B

ΦA

B

 

NR-G10-5-8027

NR-G10-5-9527

NR-G10-5-8030

5.3

5.3

5.3

Φ50 55

Φ50 55

56Φ50

0.04

0.04

0.04

600

424

380

60°

60°

12°

95

80

80

2700K

2700K

3000K

GU10

GU10

GU10

Item Code P (W) A B
Dimensions in mm

kg
Total

Lumen
Beam 
angle Ra CCT Socket

Item Code P (W) A B
Dimensions in mm

kg
Total

Lumen
Beam 
angle Ra CCT Socket



Dimensions in mm
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BΦA

GU10-Connect

Item CodePicture 

0.01

kg
Dimensions in mm

A B

Φ27 16
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Description:
GU10 LED Lamp

Main material:
Engineering plastics+Die-cast aluminum+Ceramics

Specification
Energy saving, up to 85% energy saving 
comparing to standard halogen and incandescent 
lamps
High quality light, high color rending, less heat, 
no UV or IR radiation 
Build-in LED Driver
IP20

Applications
•Shoping mall
•Hotels
•Exhibition hall
•Art hall
•Museums
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM
W W W . M E S H K A T I . S A

AVERAGE BEAM ANGLE(50%):61.0 DEG

Illuminance at a Distance

UNIT:cd
C0/180,63.0

UNIT:cd

C30/210,59.3

UNIT:cd

C60/240,60.5

UNIT:cd

C90/270,61.2
0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

110

220

330

440

550

He

1m 118.34cm271.1,484.0lx

2m 236.68cm67.78,121.0lx

3m 355.02cm30.12,53.77lx

4m 473.36cm16.94,30.25lx

5m 591.70cm10.84,19.36lx

6m 710.04cm7.531,13.44lx

7m 828.38cm5.533,9.877lx

8m 946.71cm4.236,7.562lx

9m 1065.05cm3.347,5.975lx

10m 1183.39cm2.711,4.840lx

ight Eavg,Emax DiameterAngle:61.23deg

Flux out:307.5 lm

Model:NR-GU10-5-8530、NR-GU10-5-9530、NR-GU10-5-9540、NR-SL101SMD DW、
                NR-SL101SMD W、NR-G10-5-8027、NR-G10-5-9527



UNIT:cd
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM
W W W . M E S H K A T I . S A

AVERAGE BEAM ANGLE(50%):14.4 DEG

Illuminance at a Distance

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30 C0/180,14.3
C90/270,14.5

0

900

1800

2700

3600

4500

Model:NR-G10-5-8030
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Turn off The Power

Snap the LED cup into the outer ring

Snap the LED cup into the Lamp cup base

Turn on the power

1

2 3

6 7

4 5

Cut a hole in the ceiling

installaion is complete 

Buckle automatically fall down



ΦA

B

Dimensions in mm

3

IP20
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Item Code

NR-DIMC-5.3 WW

P(W)

5.3

Dimensions in mm
B

58

A

50

kg

0.04

Total
Lumen

300

LED Dimmable Gu10 Lamp Cup
NR-DIMC-5.3 WW

60°

Beam
Angle Ra

95

CCT

3000K

Socket

GU10

AC
220-240V

50/60

Hz

CCT
3000K

Ra
≥95

PF
≥0.5

Chips

SMD

Beam
Angel

60°
IP20

IndoorSocket

GU10

 W W W . M E S H K A T I . S A
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Description:
LED Dimmable Gu10 Lamp Cup

Main material:
Engineering plastics+Aluminum

Specification
Energy saving, up to 85% energy saving 
comparing to standard halogen and incandescent 
lamps
High quality light, high color rending, less heat, 
no UV or IR radiation 
Build-in LED Driver
IP20

Applications
•Shoping mall
•Hotels
•Exhibition hall
•Art hall
•Museums
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM
W W W . M E S H K A T I . S A

AVERAGE BEAM ANGLE(50%):61.0 DEG

Illuminance at a Distance

UNIT:cd
C0/180,63.0

UNIT:cd

C30/210,59.3

UNIT:cd

C60/240,60.5

UNIT:cd

C90/270,61.2

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

0

110

220

330

440

550

He

1m 118.34cm271.1,484.0lx

2m 236.68cm67.78,121.0lx

3m 355.02cm30.12,53.77lx

4m 473.36cm16.94,30.25lx

5m 591.70cm10.84,19.36lx

6m 710.04cm7.531,13.44lx

7m 828.38cm5.533,9.877lx

8m 946.71cm4.236,7.562lx

9m 1065.05cm3.347,5.975lx

10m 1183.39cm2.711,4.840lx

ight Eavg,Emax DiameterAngle:61.23deg

Flux out:307.5 lm
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Turn off The Power

Install the GU10 light source into the lamp housing

Turn on the power

1

2 3

6 7

4 5

Punch a hole in the wall and ceiling

The downlight is installed
The dimming panel is 

connected to the luminaire cable

Input L-line

Lamp input L line

The rotating dimmer controls the light level


