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NR-PL103  Series
IP20

LED Ceiling Lamp

Dimensions in mm
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NR-PL103-30-G

Item Code

NR-PL103-40-Y

NR-PL103-60-PN

P(W)

30

40

60

Green

Yellow

Pink

Color Dimensions in mm
ΦA B

300 50

600

780

50

50

kg

0.9

2.15

3.36

6500/4000/3000

6500/4000/3000

6500/4000/3000

CCT(K)

2400

3200

4800

Total
Lumen

120°

120°

120°

Beam
Angle

AC
220-240V

50/60

Hz

80

lm/W

CCT
6500K
4000K
3000K

Ra
≥80

PF
≥0.5

Chips

SMD

Beam
Angel

120°
IP20

Indoor

ΦA B
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High quality iron metal shell, paint process, macaron color PMMA high light transmittance and light
To prevent glare, reduce light pollution

Description:
LED Ceiling Lamp
Main material:
Optimizing iron materials, high temperature of the lacquer that 
bake cavity pressure process more durable, anticorrosion,High 
pervious to light acrylic, astigmatism uniform light natural soft to 
prevent glare, reduce light pollution .Simple appearance,  fashion
 modern geometry design is much less, simple and elegant
Specification:
Energy saving, upto 85% energy saving comparing to standard 
halogen and incandescent lamps Long life,upto 50,000 hours 
High quality light,high color rending,less heat,no UV or IR radia
tion 
Applications
Shoping mall
Office buildings
Exhibition hall
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

Model:NR-PL103-30-G

AVERAGE BEAM ANGLE(50%):101.1 DEG

Illuminance at a Distance

UNIT:cd
C0/180,104.8

UNIT:cd
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1m 235.30cm279.4,774.4lx

2m 470.59cm69.84,193.6lx

3m 705.89cm31.04,86.04lx

4m 941.19cm17.46,48.40lx

5m 1176.48cm11.17,30.97lx

6m 1411.78cm7.760,21.51lx

7m 1647.08cm5.701,15.80lx

8m 1882.37cm4.365,12.10lx

9m 2117.67cm3.449,9.560lx

10m 2352.97cm2.794,7.744lx

Height Eavg,Emax DiameterAngle:99.27deg

Flux out:1246 lm
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

Model:NR-PL103-40-Y

AVERAGE BEAM ANGLE(50%):119.0 DEG

Illuminance at a Distance

Height

UNIT:cd
C0/180,118.7

UNIT:cd

C30/210,120.2

UNIT:cd

C60/240,119.4

UNIT:cd

C90/270,117.9
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1m 332.39cm342.6,1248lx

2m 664.78cm85.65,312.0lx

3m 997.16cm38.07,138.7lx

4m 1329.55cm21.41,78.01lx

5m 1661.94cm13.70,49.93lx

6m 1994.33cm9.517,34.67lx

7m 2326.72cm6.992,25.47lx

8m 2659.10cm5.353,19.50lx

9m 2991.49cm4.230,15.41lx

10m 3323.88cm3.426,12.48lx

Eavg,Emax DiameterAngle:117.93deg

Flux out:2981 lm
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

Model:NR-PL103-60-PN

AVERAGE BEAM ANGLE(50%):114.0 DEG

Illuminance at a Distance

UNIT:cd
C0/180,114.1

UNIT:cd

C90/270,113.80
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1.219m 373.79cm297.4,1032lx

2m 613.18cm110.5,383.5lx

3m 919.77cm49.11,170.4lx

4m 1226.36cm27.63,95.87lx

5m 1532.95cm17.68,61.36lx

6m 1839.54cm12.28,42.61lx

7m 2146.13cm9.020,31.30lx

8m 2452.72cm6.906,23.97lx

9m 2759.31cm5.457,18.94lx

10m 3065.90cm4.420,15.34lx

Height Eavg,Emax DiameterAngle:113.76deg

Flux out:3293 lm
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Turn off The Power

2

4 5

3

1

Drill holes in the ceiling and put 
in expanded plastic pellets

Expanded plastic pellets

Self-tapping screws

Install the PC coverFix screws

Connect Cable
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