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LED Magnetic Track System

Dimensions in mm
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DC
48V

Beam
Angle

24°

CCT
6500K
4000K
3000K

Ra
≥90

Chips

SMD
IP20

Iutdoor

NR-S35-DL105-6 Series
IP20

P(W)

6

10

15

30

10

15

Dimensions in mm
A

147.5

272

538

1104

294

582

B

34

34

34

34

23

23

C

70

70

70

70

43

43

kg

0.17

0.32

0.55

0.95

0.20

0.35

NR-S35

Using
Track

NR-S35

NR-S35

NR-S35

NR-S20

NR-S20

426

Total
Lumen

710

1155

2700

710

1155

24°

Beam
Angle

24°

24°

24°

24°

24°

Item Code

NR-S35-DL105-6

NR-S35-DL105-10

NR-S35-DL105-15

NR-S35-DL105-30

NR-S20-DL105-10

NR-S20-DL105-15

30,000
Hours

Average

≥15,000
ON OFF

A B

C

C

A B



page 2 of 9

W W W . M E S H K A T I . S A

Description:
LED Magnetic Track System

Main material:
Aluminum shell, engineering plastic

Specification:
Energy saving, up to 85% energy saving comparing to 
standard halogen and incandescent lamps
High quality light, high color rending, less heat, no UV or IR 
radiation 
Build-in LED Driver

Applications
•Office
•Meeting room
•Sitting room

Anti-glare design, no damage to eyes when looking directly 
at lamps, high light lens, uniform light without spot.

Strong magnet adsorption track, safe and stable not easy to fall.
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

AVERAGE BEAM ANGLE(50%):20.7 DEG

Illuminance at a Distance

Model:NR-S35-DL105-6
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UNIT:cd
C0/180,20.5

UNIT:cd

C30/210,20.7

UNIT:cd

C60/240,20.8

UNIT:cd

C90/270,20.9

1m 36.19cm1949,2908lx

2m 72.38cm487.3,727.0lx

3m 108.57cm216.6,323.1lx

4m 144.76cm121.8,181.7lx

5m 180.94cm77.97,116.3lx

6m 217.13cm54.15,80.77lx

7m 253.32cm39.78,59.34lx

8m 289.51cm30.46,45.44lx

9m 325.70cm24.07,35.90lx

10m 361.89cm19.49,29.08lx

Height Eavg,Emax DiameterAngle:20.51deg

Flux out:231.4 lm
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

AVERAGE BEAM ANGLE(50%):23.5 DEG

Illuminance at a Distance

Model:NR-S35-DL105-10
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UNIT:cd
C0/180,23.3

UNIT:cd

C30/210,23.5

UNIT:cd

C60/240,23.6

UNIT:cd

C90/270,23.5

1m 41.19cm2795,4184lx

2m 82.38cm698.9,1046lx

3m 123.56cm310.6,464.9lx

4m 164.75cm174.7,261.5lx

5m 205.94cm111.8,167.4lx

6m 247.13cm77.65,116.2lx

7m 288.31cm57.05,85.40lx

8m 329.50cm43.68,65.38lx

9m 370.69cm34.51,51.66lx

10m 411.88cm27.95,41.84lx

Height Eavg,Emax DiameterAngle:23.27deg

Flux out:396.8 lm
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

AVERAGE BEAM ANGLE(50%):24.2 DEG

Illuminance at a Distance

Model:NR-S35-DL105-15
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UNIT:cd
C0/180,24.2

UNIT:cd

C30/210,24.1

UNIT:cd

C60/240,24.1

UNIT:cd

C90/270,24.2

1m 42.83cm3791,5755lx

2m 85.66cm947.8,1439lx

3m 128.48cm421.2,639.5lx

4m 171.31cm236.9,359.7lx

5m 214.14cm151.6,230.2lx

6m 256.97cm105.3,159.9lx

7m 299.80cm77.37,117.5lx

8m 342.62cm59.24,89.93lx

9m 385.45cm46.80,71.06lx

10m 428.28cm37.91,57.55lx

Height Eavg,Emax DiameterAngle:24.17deg

Flux out:634.8 lm
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

AVERAGE BEAM ANGLE(50%):21.6 DEG

Illuminance at a Distance

Model:NR-S35-DL105-30
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UNIT:cd
C0/180,21.4

UNIT:cd

C30/210,21.6

UNIT:cd

C60/240,21.9

UNIT:cd

C90/270,21.7

1m 37.81cm11590,17020lx

2m 75.63cm2898,4255lx

3m 113.44cm1288,1891lx

4m 151.26cm724.4,1064lx

5m 189.07cm463.6,680.8lx

6m 226.88cm322.0,472.8lx

7m 264.70cm236.5,347.4lx

8m 302.51cm181.1,265.9lx

9m 340.32cm143.1,210.1lx

10m 378.14cm115.9,170.2lx

Height Eavg,Emax DiameterAngle:21.41deg

Flux out:1376 lm
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

AVERAGE BEAM ANGLE(50%):21.5 DEG

Illuminance at a Distance

Model:NR-S20-DL105-10
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UNIT:cd
C0/180,21.1

UNIT:cd

C30/210,21.4

UNIT:cd

C60/240,21.7

UNIT:cd

C90/270,21.8

1m 37.31cm3588,5360lx

2m 74.62cm897.0,1340lx

3m 111.92cm398.7,595.5lx

4m 149.23cm224.2,335.0lx

5m 186.54cm143.5,214.4lx

6m 223.85cm99.66,148.9lx

7m 261.15cm73.22,109.4lx

8m 298.46cm56.06,83.75lx

9m 335.77cm44.30,66.17lx

10m 373.08cm35.88,53.60lx

Height Eavg,Emax DiameterAngle:21.13deg

Flux out:425.9 lm
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

AVERAGE BEAM ANGLE(50%):20.4 DEG

Illuminance at a Distance

Model:NR-S20-DL105-15
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UNIT:cd
C0/180,20.2

UNIT:cd

C30/210,20.2

UNIT:cd

C60/240,20.4

UNIT:cd

C90/270,20.7

1m 35.67cm5612,8541lx

2m 71.33cm1403,2135lx

3m 107.00cm623.6,948.9lx

4m 142.67cm350.8,533.8lx

5m 178.33cm224.5,341.6lx

6m 214.00cm155.9,237.2lx

7m 249.66cm114.5,174.3lx

8m 285.33cm87.69,133.4lx

9m 321.00cm69.29,105.4lx

10m 356.66cm56.12,85.41lx

Height Eavg,Emax DiameterAngle:20.22deg

Flux out:666.2 lm
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Install DC48V power supply

Install lamp Installation is complete

21 Turn off the power

3

L

N

Connect the cable4

5 6


