Meshkatiogj Ko

NCORCOph_.s WWW . MESHKATI.SA

LED STRIP LIGHT

NRP-ST101 Series
IP65

3

YEARS
GUARANTEE

Outdoor .
AC Hz PF Ra P65 Chips
i 200-240V 50/60 20.7 295 SMD Ag)
. Cutting Input Max. Beam
Item Code Body Size Unit Voltage Watt/M Lm/M Length Angle CCT
NRP-ST101-2700K W14x7mm 60LEDs/Im AC200-240V 6.5W 429Im 50m 120" 2700k [
NRP-ST101-3000K W14x7mm 60LEDs/Im AC200-240V 6.5W 429Im 50m 120° 3000K
NRP-ST101-4000K W14x7mm 60LEDS/Im AC200-240V 6.5W 429Im 50m 120° 4000K
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Product Features: o \

Stable output / noorel )
No stroboscopic ‘ LED Driver
anti-interference

IP65
Stable power supply, longer life

N

NO Item Code power Input Voltage PF Output Size Matching series
1 NR-ST101-DR-150W06 150W AC220-240V 50/60Hz PF20.9 226V 0.63ADC  L119xW315xH29mm  NRP-ST101Series
2 NR-ST101-DR-250W11 250W AC220-240V 50/60Hz PF20.9 226V110ADC  L145.8xW42xH33mm  NRP-ST101Series
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM
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UNIT:cd
—C0/180,104.9
—C90/270,110.2

AVERAGE BEAM ANGLE (50%) :107.5 DEG

llluminance at a Distance

A

im 53.44,155.31x 259.99cm

Flux out:295.7 1m

2m 13.36,38.841x 519.98cm

3m 5.938,17.261x 779.97cm

4m 3.340,9.7091x

5m| 2.138,6.2141x Z{:::‘::‘:::}x 1299.95cm

1039.96cm

6m 1.485,4.3151x 1559.94cm

Tm 1.091,3.1701x 1819.93cm

8m | 0.8351,2.4271x 2079.92cm

9m | 0.6598,1.9181x 2339.91cm

10m | 0.5344,1.5531x% 2599.90cm

Height Eavg, Emax Angle:104.86deg Diameter

Note:The Curves indicate the illuminated area and the average
illumination when the luminaire is at different distance.
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@ Before finish the installation , do not connect the power

1.According to practical demand, Fix the strip with clip and screws in needed place
(The strip is good flexibility for any shape)

3.Cut the strip according to your requirement (each 1 meter can be cut for 220V strip . )

ok @ Detail cutting mark mentioned in next page

4.Close the strip with end cap and glue with the designative glue for safety and waterproof

00

l = @ Must use the designative glue to glue the interface

| RoHS (€
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‘ Max 20m ‘

YEARS
GUARANTEE

N

Power Cord
installation
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Accessorries

‘ Max 20m ‘
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LED Driver

250w
LED Driver

LED Driver No flicKer
installation
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LED Driver
Accessorries
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