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T5 LED Line Light
NRP-T5 Series

Dimensions in mm

NRP-T5-30-4-2700K 4 ≥0.4 0.052700 21 35300296 74

NRP-T5-90-12-2700K 12 ≥0.7 0.152700 21 359001200 100

NRP-T5-120-16 16 ≥0.7 0.22700/3000 21 3512001616 101

NRP-T5-90-12-3000K 12 ≥0.7 0.153000 21 359001280 106.7

NRP-T5-60-7 7 ≥0.7 0.12700/3000 21 35600616 88

NRP-T5-30-4-3000K 4 ≥0.4 0.053000 21 35300312 78

Item Code P(W) Displacement 
Factor kgCCT(K) Dimensions in mm

A B C

AC
220-240V

50/60

Hz

CCT
2700k
3000k

Ra
≥95

Chips

SMD

Beam
Angel

150°
IP20

Indoor

A B

C

Output
(lm) lm/w



NRP-T5-30-4

NRP-T5-60-7

NRP-T5-90-12

NRP-T5-120-16

Description:
T5 LED Line Light

Main material:
PC

Specification:
Energy saving, upto 85% energy saving comparing to standard 
halogen and incandescent lamps Long life,upto 50,000 hours 
High quality light,high color rending,less heat,no UV or IR 
radiation 

Applications
Shoping mall
Office buildings
Exhibition hall
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

Illuminance at a Distance

Item Code: NRP-T5-30-4
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AVERAGE BEAM ANGLE(50%):139.3 DEG
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1.219m 334.22cm21.11,58.76lx

2m 548.26cm7.844,21.84lx

3m 822.40cm3.486,9.705lx

4m 1096.53cm1.961,5.459lx

5m 1370.66cm1.255,3.494lx

6m 1644.79cm0.8716,2.426lx

7m 1918.93cm0.6404,1.783lx

8m 2193.06cm0.4903,1.365lx

9m 2467.19cm0.3874,1.078lx

10m 2741.32cm0.3138,0.8735lx

Height Eavg,Emax DiameterAngle:107.77deg

Flux out:186.7 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

Illuminance at a Distance

Item Code: NRP-T5-60-7
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UNIT:cd
C0/180,175.1

UNIT:cd

C90/270,107.8

AVERAGE BEAM ANGLE(50%):141.5 DEG
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1.219m 334.41cm34.53,95.37lx

2m 548.57cm12.83,35.44lx

3m 822.85cm5.704,15.75lx

4m 1097.14cm3.208,8.860lx

5m 1371.42cm2.053,5.670lx

6m 1645.70cm1.426,3.938lx

7m 1919.98cm1.048,2.893lx

8m 2194.27cm0.8021,2.215lx

9m 2468.55cm0.6337,1.750lx

10m 2742.83cm0.5133,1.418lx

Height Eavg,Emax DiameterAngle:107.80deg

Flux out:305.5 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

Illuminance at a Distance

Item Code: NRP-T5-90-12
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1.219m 336.62cm54.37,157.2lx

2m 552.20cm20.20,58.41lx

3m 828.30cm8.979,25.96lx

4m 1104.41cm5.051,14.60lx

5m 1380.51cm3.232,9.346lx

6m 1656.61cm2.245,6.490lx

7m 1932.71cm1.649,4.768lx

8m 2208.81cm1.263,3.651lx

9m 2484.91cm0.9977,2.884lx

10m 2761.02cm0.8081,2.336lx

Height Eavg,Emax DiameterAngle:108.16deg

Flux out:517.8 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.



W W W . M E S H K A T I . S A

page 6 of 7

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

Illuminance at a Distance

Item Code: NRP-T5-120-16
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AVERAGE BEAM ANGLE(50%):143.0 DEG
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1.219m 339.86cm76.42,220.2lx

2m 557.51cm28.40,81.83lx

3m 836.27cm12.62,36.37lx

4m 1115.03cm7.100,20.46lx

5m 1393.78cm4.544,13.09lx

6m 1672.54cm3.155,9.092lx

7m 1951.29cm2.318,6.680lx

8m 2230.05cm1.775,5.115lx

9m 2508.80cm1.402,4.041lx

10m 2787.56cm1.136,3.273lx

Height Eavg,Emax DiameterAngle:108.68deg

Flux out:727.9 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.



Turn off The Power

 Install two clasps on the surface Clamp the T5 LED line light to the two clasps

Connect the cable Turn on the power65

43

21

Warm Tips:
Not more than five series
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