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LED Outdoor Lawn Lamp
Z2009

AC
220-240V 3000K

50/60

Hz

CCT Chips

COB
IP65

Outdoor Ra
≥80

Beam
Angle

20°

10

i

129 600150

kg

0.523000 650

Total

20°

BeamP(W) Dimens ons in mm
A CB

CCT(K) Lumen AngleItem Code

Z2009

C

A B
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Description:
LED Outdoor Lawn Lamp

Main material:
Die-cast aluminum

Specification
Energy saving,up to 85% energy saving comparing
to standard halogen and incandescent lamps High
quality light,high color rending,less heat ,no UV
or IR radiation
LED driver is included
IP 65

Applications
• Park
• Square
• Corridor

Cast aluminum shell, good cooling effect
Adjustable Angle, 

waterproof joint, prevent leakage
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

AVERAGE BEAM ANGLE(50%):18.9 DEG

Illuminance at a Distance
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UNIT:cd
C0/180,20.3

UNIT:cd

C90/270,17.4

UNIT:cdUNIT:cd

1.219m 37.42cm819.8,1454lx

2m 61.39cm304.6,540.2lx

3m 92.08cm135.4,240.1lx

4m 122.77cm76.16,135.0lx

5m 153.47cm48.74,86.43lx

6m 184.16cm33.85,60.02lx

7m 214.85cm24.87,44.10lx

8m 245.54cm19.04,33.76lx

9m 276.24cm15.04,26.68lx

10m 306.93cm12.19,21.61lx

Height Eavg,Emax DiameterAngle:17.45deg

Flux out:96.03 lm
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Install the lamp to the ground.

Connect the cable.

Turn off the power

Punching holes on the ground

Wiring completed
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Turn on the powerInstallation completed.
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